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•  LCD Display with Green backlight
•  Precise time programming for Astro / Daily /
   Weekly / Pulse / Cyclic switching
•  Latitude / Longitude Database for 45 Countries
   and 280 cities
•  Settable Latitude / Longitude precise to the
   minute with time zone
•  Sunrise/Sunset or Twilight rise/set trigger modes
•  Ease of Day selection in Weekly programming

•  50 ON/OFF programs, 10 Holiday Programs 
•  Settable DST feature & Password protection
•  16A Single and Dual relay outputs
•  Two Separate Relay outputs with independent
   Programming
•  12/24 Hour Display Format
•  6 Years Battery reserve
•  Simple Reset & Manual Override
•  Service/Load hours measurement

Ordering Information
Description

240 VAC, Digital Time Switch - Astro Pro+, 1 C/O

110-240 VAC, Digital Time Switch - Astro Pro+, 2 C/O

240 VAC, Digital Time Switch - Astro Pro, 1 C/O

110-240 VAC, Digital Time Switch - Astro Pro, 2 C/O

110 - 240 VAC, Digital Time Switch - Astro Mini, 1 C/O 

110 - 240 VAC, Digital Time Switch - Astro Mini, 1 C/O (With Pre-defined City codes) 

Cat. No.

AT1SCDS

AT2DCDS

AS1SCDS

AS2DCDS

T2DDT7

T2DDT8

Digital Time Switch ®Pro



-20 % to +10%  (of    )

RoHS Compliant

Applications Street lighting applications in cities, industrial townships, university campuses
Lighting automation in sports complex, hotels, parks & other outdoor applications. 
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Digital Time Switch                 &®Pro ®Pro

CONNECTION DIAGRAM

MOUNTING DIMENSION (mm)

TERMINAL TORQUE & CAPACITY 

Ø 4.5 mm

AWG

0.5 N.m (4.4 Lb.in)

21 x 4.0 mm Solid/Stranded Wire

26 to 10

DOUBLE CHANNEL SINGLE CHANNEL

Digital Time Switch                ®Pro

A) 1 CH Device B) 2 CH Device

®ProDigital Time Switch                

A) 1 CH Device B) 2 CH Device
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